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NO EXTRA COMPENSATION SHALL BE ALLOWED.  ALL ROADWAY SURFACES 

FOUNDATION, CONDUIT, HANDHOLE, TRENCH AND BACKFILL, ETC., AND 

WORK AREA SHALL BE INCIDENTAL TO THE RELATED PAY ITEM SUCH AS 
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201 WEST CENTER COURT

SCHAUMBURG, ILLINOIS 60196-1096

 

ENERGY SUPPLY: CONTACT:

ENERGY COST TO:

SIGN PANEL - TYPE 1

UNDERGROUND CONDUIT, GALVANIZED STEEL, 2" DIA.

UNDERGROUND CONDUIT, GALVANIZED STEEL, 2 1/2" DIA.

UNDERGROUND CONDUIT, GALVANIZED STEEL, 3" DIA.

UNDERGROUND CONDUIT, GALVANIZED STEEL, 4" DIA.

HANDHOLE

HEAVY-DUTY HANDHOLE

DOUBLE HANDHOLE

FULL-ACTUATED CONTROLLER AND TYPE V CABINET, SPECIAL

TRANSCEIVER - FIBER OPTIC

ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 2C

ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 3C

ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 5C

ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 7C

ELECTRIC CABLE IN CONDUIT, LEAD-IN, NO. 14 1 PAIR

ELECTRIC CABLE IN CONDUIT, SERVICE, NO. 6 2 C

TRAFFIC SIGNAL POST, GALVANIZED STEEL 16 FT.

STEEL COMBINATION MAST ARM ASSEMBLY AND POLE 46 FT.

STEEL COMBINATION MAST ARM ASSEMBLY AND POLE 54 FT.

CONCRETE FOUNDATION, TYPE A

CONCRETE FOUNDATION, TYPE C

CONCRETE FOUNDATION, TYPE E 36-INCH DIAMETER

SIGNAL HEAD, LED, 1-FACE, 3-SECTION, MAST-ARM MOUNTED

SIGNAL HEAD, LED, 1-FACE, 3-SECTION, BRACKET MOUNTED

SIGNAL HEAD, LED, 1-FACE, 5-SECTION, BRACKET MOUNTED

SIGNAL HEAD, LED, 1-FACE, 5-SECTION, MAST-ARM MOUNTED

SIGNAL HEAD, LED, 2-FACE, 3-SECTION, BRACKET MOUNTED

TRAFFIC SIGNAL BACKPLATE, LOUVERED, ALUMINUM

INDUCTIVE LOOP DETECTOR

PREFORMED DETECTOR LOOP

LIGHT DETECTOR

LIGHT DETECTOR AMPLIFIER

PEDESTRIAN PUSH-BUTTON

TEMPORARY TRAFFIC SIGNAL INSTALLATION

REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT

REMOVE EXISTING HANDHOLE

REMOVE EXISTING CONCRETE FOUNDATION

ELECTRIC CABLE IN CONDUIT NO. 20 3/C, TWISTED, SHIELDED

LED INTERNALLY ILLUMINATED STREET NAME SIGN

   CONDUCTOR, NO. 6 1 C

ELECTRIC CABLE IN CONDUIT, EQUIPMENT GROUNDING

   WITH COUNTDOWN TIMER

PEDESTRIAN SIGNAL HEAD, LED, 2-FACE, BRACKET MOUNTED

   WITH COUNTDOWN TIMER

PEDESTRIAN SIGNAL HEAD, LED, 1-FACE, BRACKET MOUNTED

   BRACKET MOUNTED

SIGNAL HEAD, LED, 2-FACE, 1-3 SECTION, 1-5 SECTION,

C
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AND/OR COMBINATION MAST ARM SIGNAL POLES SHALL BE METERED.

NEW PERMANENT SERVICE INSTALLATIONS WITH ILLUMINATED SIGNS
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SERVICE INSTALLATION - GROUND MOUNTED

UNINTERRUPTIBLE POWER SUPPLY, SPECIAL
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SHALL NOT BE CONNECTED TO THE CONTROLLER.

AND EXTEND INTO THE CONTROLLER CABINET, BUT

OPTIC INTERCONNECT CABLE SHALL BE CONTINUOUS

THE ENDS OF THE TRACER CABLE AND THE FIBER

FOR PROPOSED INTERCONNECT TO 142ND STREET,

THE CONTROLLER CABINET.

CONTINUOUS AND EXTEND INTO

OF THE TRACER CABLE SHALL BE

TO SOUTHMOOR DRIVE, THE END
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COMED TRANSFORMER
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NOTE:

ALL TRAFFIC SIGNAL POLES, MAST ARM ASSEMBLIES,

SIGNAL/PEDESTRIAN HEADS AND HOUSINGS, MOUNTING

BRACKETS/PLATES/BOLTS, PEDESTRIAN PUSH BUTTONS,

CONTROLLER CABINETS, AND ILLUMINATED SIGNS WITHIN

THE VILLAGE OF ORLAND PARK SHALL BE PAINTED

BLACK, IN ACCORDANCE WITH THE SPECIAL PROVISIONS.


